工程造价咨询服务费

贵州省物价局关于工程造价咨询服务收费项目及标准的通知 
(黔价房[2009]233号) 
各市,州、地,物价局～各工程造价咨询单位: 
为了加强全省工程造价咨询服务收费管理～规范全省工程造价咨询服务收费行为～促进工程造价咨询服务业健康有序发展～根据《中华人民共和国价格法》、《中介服务收费管理办法》,国家计委计价格<1999>2255号,及有关法律、法规和政策的规定～现将我省工程造价咨询服务收费有关问题通知如下: 
一、凡在本省行政区域内依法取得相关资质～具有法人资格的中介服务机构～从事各类建设工程造价咨询业务的收费行为～均按本通知执行。 
二、建设工程造价咨询服务内容: 
,一,编制建设项目的投资估算、编制及审核项目可行性经济评价, 
,二,编制及审核工程概算、预算、结算、竣工结,决,算、工程招标标底、工程量清单、工程量and contract product specifications, models, scale to match. Trunking, fittings and testing requirements for iron: a variety of trunking material, specifications, provisions of the model should comply with the design document, the surface should be smooth, flat, no deformation, fracture. Embedded metal raceways, cable boxes, junction boxes and iron pipe surface coating or plating a uniform, complete, not deformation and damage. All kinds of material quality and specifications of iron should be in line with quality standards, without distortion, distortion, burrs, breakage or damage. Surface treatment and coating of iron should be uniform and complete, with smooth surface, no shedding, bubbles and other defects. Cable testing requirements are as follows: projects using twisted-pair cable, should comply with the design specifications and contract requirements. Signs attached to the cable, the label content should be complete and clear. Cable sheath intact, the cable should be accompanied by a quality inspection certificate. If user requests shall be accompanied by the technical guidance of the bulk cable. Connector test requirements are as follows: wire modules and information part of the socket, and other sockets should be complete, check whether the plastic material meet the design requirements. Cabling 
清单控制价、投标报价、工程竣工结算,
,三,施工阶段全过程工程造价控制以及其他工程造价咨询服务, 
,四,与工程造价有关的其他服务。 
三、建设工程造价咨询服务收费属经营服务性收费～实行政府指导价管理。工程造价咨询服务机构应按附件所列咨询服务项目及费率～采取差额定率分档累进法计收工程造价咨询服务费。具体咨询服务项目收费可根据市场情况由当事人双方协商下浮执行标准。 
四、建设工程造价咨询服务机构必须坚持自愿、有偿原则开展造价咨询服务～并按规定签订书面协议或合同～明确服务内容、双方责任和收费标准等。不得强制服务～强行收费,少服务多收费,只收费不服务。 
五、建设工程造价咨询服务收费实行收费公示制度。建设工程造价咨询服务机构应在其经营场所、交费地点的醒目位置公布收费项目、服务内容、计费方式、收费标准等事项～并持相关从事建设工程造价咨询服务资格证明到当地物价部门办理《收费许可证》～做到持证收费～自觉接受物价部门和社会监督。 
六、各级物价部门要加强对工程造价咨询服务收费的监督检查～对违反本通知规定的价格违法行为～
eck whether the plastic material meet the design requirements. Cablingr test requirements are as follows: wire modules and information part of the socket, and other sockets should be complete, chnnectoed by a quality inspection certificate. If user requests shall be accompanied by the technical guidance of the bulk cable. Cogns attached to the cable, the label content should be complete and clear. Cable sheath intact, the cable should be accompanipair cable, should comply with the design specifications and contract requirements. Si-ments are as follows: projects using twistedng of iron should be uniform and complete, with smooth surface, no shedding, bubbles and other defects. Cable testing requirecoati on should be in line with quality standards, without distortion, distortion, burrs, breakage or damage. Surface treatment andce coating or plating a uniform, complete, not deformation and damage. All kinds of material quality and specifications of irsurfasurface should be smooth, flat, no deformation, fracture. Embedded metal raceways, cable boxes, junction boxes and iron pipe for iron: a variety of trunking material, specifications, provisions of the model should comply with the design document, theand contract product specifications, models, scale to match. Trunking, fittings and testing requirements - 2 - 
要依法予以查处。
七、本通知自二??九年十二月二十日起试行～试行期两年。原工程造价中介服务收费规定与本通知相抵触的以本通知为准。 
附件:贵州省工程造价咨询服务收费标准附件下载 
二??九年十二月十四日 
附件: 贵州省工程造价咨询服务收费标准 
ngt of the socket, and other sockets should be complete, check whether the plastic material meet the design requirements. Cabliied by the technical guidance of the bulk cable. Connector test requirements are as follows: wire modules and information parcompanclear. Cable sheath intact, the cable should be accompanied by a quality inspection certificate. If user requests shall be ach the design specifications and contract requirements. Signs attached to the cable, the label content should be complete and pair cable, should comply wit-hedding, bubbles and other defects. Cable testing requirements are as follows: projects using twistedn, burrs, breakage or damage. Surface treatment and coating of iron should be uniform and complete, with smooth surface, no stortioe. All kinds of material quality and specifications of iron should be in line with quality standards, without distortion, disraceways, cable boxes, junction boxes and iron pipe surface coating or plating a uniform, complete, not deformation and damagetal of the model should comply with the design document, the surface should be smooth, flat, no deformation, fracture. Embedded m le to match. Trunking, fittings and testing requirements for iron: a variety of trunking material, specifications, provisionsand contract product specifications, models, sca- 3 - 
收费费率(‰) 
500,1000,3000,5000,序100万元100,5008000
收费项目 收费基数 1000万元3000万元5000万元8000万元号 以下(含万元(含万元
(含1000(含3000(含5000(含8000
100万元) 500万元) 以上 
万元) 万元) 万元) 万元) 1 编制可行性经济评价、投资估算 投资额 1.5 1.3 1.0 0.8 0.7 0.6 0.5 2 编制设计概算 投资额 2.0 1.7 1.5 1.4 1.2 0.9 0.8 3 编制(审核)工程预算(招标控制价) 定额计价 3.5 3.1 2.8 2.5 2.2 1.7 1.2 
编制(审核)工程量清单 
4 清单计价 5.0 4.5 4.0 3.6 3.2 2.4 1.7 
及控制价 
建筑工程 2.0 1.7 1.5 1.3 1.1 0.9 0.7 5 根据工程量清单编制控制价 
安装工程 2.2 1.9 1.6 1.4 1.2 1.0 0.8 6 编制竣工结算 工程造价 3.0 2.7 2.5 2.0 1.6 1.2 0.8 7 钢筋抽筋及预埋铁件计算 元/t 5,7 
eck whether the plastic material meet the design requirements. Cablingr test requirements are as follows: wire modules and information part of the socket, and other sockets should be complete, chnnectoed by a quality inspection certificate. If user requests shall be accompanied by the technical guidance of the bulk cable. Cogns attached to the cable, the label content should be complete and clear. Cable sheath intact, the cable should be accompanipair cable, should comply with the design specifications and contract requirements. Si-ments are as follows: projects using twistedng of iron should be uniform and complete, with smooth surface, no shedding, bubbles and other defects. Cable testing requirecoati on should be in line with quality standards, without distortion, distortion, burrs, breakage or damage. Surface treatment andce coating or plating a uniform, complete, not deformation and damage. All kinds of material quality and specifications of irsurfasurface should be smooth, flat, no deformation, fracture. Embedded metal raceways, cable boxes, junction boxes and iron pipe for iron: a variety of trunking material, specifications, provisions of the model should comply with the design document, theand contract product specifications, models, scale to match. Trunking, fittings and testing requirements - 4 - 
8 审核概算 送审工程造价 1.6 1.4 1.3 1.2 1.1 0.8 0.7 
审核工程结算(建筑工程) 送审工程造价 5.0 4.0 3.5 3.2 3.0 2.0 1.5 9 
审核工程结算(安装工程) 送审工程造价 5.5 4.8 4.2 3.8 3.6 2.4 1.8 
施工阶段全过程造价控制 
投资额 15 13 12 10 9 8 5 
(建筑工程) 
10 
施工阶段全过程造价控制 
投资额 17 14 13 11 10 9 6 
(安装工程) 
11 工程造价争议鉴定 鉴定标的 0.08%-1% 
12 计时收费 元/小时 注册造价师为:200元/小时 一级造价员为:100元/小时 二级造价员为:50元/小时 
ngt of the socket, and other sockets should be complete, check whether the plastic material meet the design requirements. Cabliied by the technical guidance of the bulk cable. Connector test requirements are as follows: wire modules and information parcompanclear. Cable sheath intact, the cable should be accompanied by a quality inspection certificate. If user requests shall be ach the design specifications and contract requirements. Signs attached to the cable, the label content should be complete and pair cable, should comply wit-hedding, bubbles and other defects. Cable testing requirements are as follows: projects using twistedn, burrs, breakage or damage. Surface treatment and coating of iron should be uniform and complete, with smooth surface, no stortioe. All kinds of material quality and specifications of iron should be in line with quality standards, without distortion, disraceways, cable boxes, junction boxes and iron pipe surface coating or plating a uniform, complete, not deformation and damagetal of the model should comply with the design document, the surface should be smooth, flat, no deformation, fracture. Embedded m le to match. Trunking, fittings and testing requirements for iron: a variety of trunking material, specifications, provisionsand contract product specifications, models, sca- 5 - 
一、说明: 
1(差额定率分档累进收费计算:如编制工程预算为1000万元～服务收费计算如下: 
100万元×3.5‰，,500-100,万元×3.1‰，,1000-500,万元× 2.8‰=2.99万元 
2(工程标底、工程预算、工程量清单、竣工结算均不包含钢筋抽筋计算。钢筋抽筋计算按第7项另计算费用。 
3(编制工程量清单含编制控制价时～其收费乘系数1. 30。 
4(复核竣工结算时～可按审减,增,额度另加收5，8,～具体幅度由委托双方在工程造价咨询合同中具体约定(审减,增,费用由受益方支付。 
5(工程造价经济纠纷的鉴定和仲裁咨询由各级工程造价管理协会,学会,或具有工程造价鉴定资质的工程造价咨询单位承担。如因鉴定结论失误造成案件重审的～经贵州省建设工程造价管理总站重新鉴定～确认原结论误差在?5,以上的～由原鉴定单位全额退回原收鉴定费。 
二、服务内容: 
1(编制可行性经济评价、投资估算:调查、收集资料～完成编制经济效果评价～包括各种有关技术经济因素及方案投入与产出的财务、经济资料数据的分析比较～确定和推荐最佳方案～出具可行性研究文件,完成编制项目投资总额、资金筹措和投资使用计划～包括投资预测、投资效益分析及
eck whether the plastic material meet the design requirements. Cablingr test requirements are as follows: wire modules and information part of the socket, and other sockets should be complete, chnnectoed by a quality inspection certificate. If user requests shall be accompanied by the technical guidance of the bulk cable. Cogns attached to the cable, the label content should be complete and clear. Cable sheath intact, the cable should be accompanipair cable, should comply with the design specifications and contract requirements. Si-ments are as follows: projects using twistedng of iron should be uniform and complete, with smooth surface, no shedding, bubbles and other defects. Cable testing requirecoati on should be in line with quality standards, without distortion, distortion, burrs, breakage or damage. Surface treatment andce coating or plating a uniform, complete, not deformation and damage. All kinds of material quality and specifications of irsurfasurface should be smooth, flat, no deformation, fracture. Embedded metal raceways, cable boxes, junction boxes and iron pipe for iron: a variety of trunking material, specifications, provisions of the model should comply with the design document, theand contract product specifications, models, scale to match. Trunking, fittings and testing requirements 6 
确定工程造价等～出具投资估算文件。 
2(编制设计概算:收集资料～根据初步设计或扩大初步设计的图纸及说明～利用现行的计价依据及相关规定～计算拟建项目从筹建至竣工交付使用所需全部费用～出具概算书。 
3(编制工程预算,标底,:收集资料～根据设计施工图及现行的计价依据及相关规定计算工程量并完成计价～出具工程预算书。 
4(编制工程量清单:根据“计价规范”及设计施工图编制拟建工程的分部分项工程项目、措施项目、其它项目、规费项目和税金项目的名称和相应数量～出具明细清单( 
5(编制招标控制价:根据“计价规范”和设计施工图～依据现行的计价依据、计价办法及相关规定计算完成以提供的工程量清单所需的全部费用～出具招标控制价文件 
6(编制竣工结算,根据合同约定及有关条款、竣工图纸、工程实施过程中发生的设计变更、现场签证、索赔及有关政策发生变化调整的工程造价等编制工程结算～出具竣工结算书( 
7(钢筋抽筋及予埋铁件计算:按要求对拟建工程的钢筋,铁件,用量精细算量～出具计算书。 
8(审核概算:根据国家的有关规定～对设计概算进行编制依据、深度、及内容进行审查～出具审核报告。 
9(审核工程结算:根据国家有关规定、合同约定、竣
ied by the technical guidance of the bulk cable. Connector test requirements are as follows: wire modules and information parcompanclear. Cable sheath intact, the cable should be accompanied by a quality inspection certificate. If user requests shall be ach the design specifications and contract requirements. Signs attached to the cable, the label content should be complete and pair cable, should comply wit-hedding, bubbles and other defects. Cable testing requirements are as follows: projects using twistedn, burrs, breakage or damage. Surface treatment and coating of iron should be uniform and complete, with smooth surface, no stortioe. All kinds of material quality and specifications of iron should be in line with quality standards, without distortion, disraceways, cable boxes, junction boxes and iron pipe surface coating or plating a uniform, complete, not deformation and damagetal of the model should comply with the design document, the surface should be smooth, flat, no deformation, fracture. Embedded m le to match. Trunking, fittings and testing requirements for iron: a variety of trunking material, specifications, provisionsand contract product specifications, models, scangt of the socket, and other sockets should be complete, check whether the plastic material meet the design requirements. Cabli7 
工资料等～对工程量、材料设备价格、计价过程进行全面的复查及核对～出具相应报告。 
10(施工阶段全过程造价控制:是指工程量清单编制开始到工程结算的全部造价咨询服务。其中包括制定造价控制实施细则～确定控制目标,审核招标文件、答疑文件及合同条款中相关的造价条款,提供施工进度款的支付审核意见,审核设计变更、现场签证、施工索赔的造价内容,分阶段完工的分部结算,审核设备、材料等造价信息,提供与控制造价相关的其他咨询服务。 
eck whether the plastic material meet the design requirements. Cablingr test requirements are as follows: wire modules and information part of the socket, and other sockets should be complete, chnnectoed by a quality inspection certificate. If user requests shall be accompanied by the technical guidance of the bulk cable. Cogns attached to the cable, the label content should be complete and clear. Cable sheath intact, the cable should be accompanipair cable, should comply with the design specifications and contract requirements. Si-ments are as follows: projects using twistedng of iron should be uniform and complete, with smooth surface, no shedding, bubbles and other defects. Cable testing requirecoati on should be in line with quality standards, without distortion, distortion, burrs, breakage or damage. Surface treatment andce coating or plating a uniform, complete, not deformation and damage. All kinds of material quality and specifications of irsurfasurface should be smooth, flat, no deformation, fracture. Embedded metal raceways, cable boxes, junction boxes and iron pipe for iron: a variety of trunking material, specifications, provisions of the model should comply with the design document, theand contract product specifications, models, scale to match. Trunking, fittings and testing requirements 8 
